
Tool ID: PSC-5169 Certification #: PSC-306

Manufacturer: HRS

Model: HIF3-TA2428HC  Calibration Due Date: 1/11/2017

Description: CRIMPER

Calibration Date:  1/11/2016

Model
 Calibration Due 

Date:

Micrometer: 
Mitutoyo 342-431-30 

Tool ID: 36869-154
 3/10/2016

Pull Force tester: 
Wagner FDIX              

Tool ID: 36869-151
 3/14/2016

Wire Used: UL1571-28 AWG

Pin Used: HIF3-2428 HC

Conductor Crimp 

Height (In.):
.022-.024

Pull force minimum 

(Lb.): 
2.2

Sample # Actual Conductor (In.) Accuracy Pass or Fail

1 0.022 100 Pass

2 0.023 100 Pass

3 0.023 100 Pass

4 0.023 100 Pass

5 0.023 100 Pass

Sample # Actual pull force (Lb.) Accuracy Pass or Fail

1 3.3 100 Pass

2 3.5 100 Pass

3 4.1 100 Pass

4 4 100 Pass

5 4.8 100 Pass

Technician: PHONG HOANG Date: 1/11/2016

        Tool Certification of Calibration 

Manufacturer's Specifications: 

Crimp Height 

Pull Test

Equipment's Used:  
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